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CONCRETE COLLAR

DETAIL A"

LATERAL CONMNECTIOM TO EXISTING SEWER
OF 277 (675 OR SMALLER

MATERIAL

MATERIAL USED FOR THE TEE OR WYE SECTION SHALL BE COMPATIBLE WITH THE EXISTING
STORM SEWER OR THE PROPOSED SYORM SEWER.

CONSTRUCTION METHODS
. THIS WORK SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE APPLICABLE PORTIONS
OF SECTION S50 (F THE STANDARD SPECIFICATIONS,
il CONNECTION TO AN EXISTING STCRM SEWER SHALL BE BY EITHER OF THE FOLLOWING METHODS:
Al PROPOSED STORM SEWER CONNECTION T¢ EXISTING SEWER OF 277 (6751 OR SMALLER SEE
DEFAIL ~A™ AND B,
8 PROPOSED STORM SEWER CONNECTION TO EXISTING SEWER OF 30” (750) OR LARGER SEE
DETAIL "€
IF THE EXISTING SEWER PIPE [$ CRACKED, BROKEM OR OTHERWISE DAMAGED BY THE
CONTRACTOR IN MAKING THE CIRCULAR OPENING, THE CONTRACTOR SHALL REPLACE THAT

SECTION OF PIPE WITH PIPE EQUAL AND SIMILAR IN ALL RESPECTS TO THE PIPE I
THE EXISTING SEWER, IN A CAREFUL WORKMANLIKE MANNER, WITHOUT EXTRA COMPENSATION.
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\'CLASS 51 CONCQETE-/

DETAIL “B“
CLASS SI CONCRETE COLLAR

GENERAL

CARE MUST BE TAKEN TO PREVENT DEBRIS FROM ENTERING THE SEWER,
ALL DEBRIS WHICH ENTERS THE SEWER MUST BE REMOVED, THE SEWER MUST
BE LEFT CLE&N AND UNOBSTRUCTED UPGN COMPLETION OF THE CONTRACT,

CARE MUST BE TAKEN TO PREVENT ANY PART OF THE NEW PIPE CORNECTION
FROM FROJECTING INTG THE EXISTING SEWER,

CONSTRUCTION SEQUENCE

1. CuT THE EXISTING END OF THE PIPE SG AS TO
PRESEN?ESA FLUSH BUTT JOINT. BRUSH AND CLEAN
ALL PIPES.

2. APPLY THE MASTIC JOINT SEALANT YO THE FIRST
6" {1501 OF EACH PIPE.

3 BUTY THE PIPES TOGETHER LEAVING A MINIMUM
OF 12 x 6 (300 x 150) DEEP EXCAVATION
UNDER AND AROUND E£ACH PIPE END.

4, CUT A PIECE OF SHEET METAL GAGE MO, 19 LI (00415
18" (450) WIOE BY THE QUTSIDE CIRCUMFERANCE
OF THE PIPE PLUS 3~ (75) LONG,

5. WRAP THE SHEET METAL AROUND THE PIPES, ATHERWISE SHOWN,
9 (225) GN EACH SIDE OF THE JGINT.
STARTING AT THE Y0P OF THE PIPE,

6. LAP THE SHEET MEYAL AT LEAST 3 (1)
AT THE TOF OF THE PIPL AND PLACE THE
MASTIC JOINT SEALANT BETWEEN THE LAR,

T. PLACE TWO METAL BANMDS AROUND YHE SHEET
METAL AND TIGHTEN,

8. WIPE OFF ANY EXCESS MASTIC JOINT STALANT PROPOSED LATERAL
THAT QOZES OUT FROM BETWEEN THE SHEET 127 1300 OR LESS)
METAL AND THE PIPES.

@ PLACE CLASS 51 CONCRETE ARQUMD THE
JOmNT.
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DETAIL ~C~

PROPGSED LATERAL
CONNECTION TO EXISTING SEWER
OF 30" (750} OR LARGER

BASIS OF PAYMENT

TEE OR WYE CONNECTIONS SHALL BE PAID FOR AT THE CONIRACT UNIT BRICE EACK FOR
STORM SEWER TEE OR WYE OF THE TYPE AND S$IZE SPECIFIED IN THE PLANS, THIS PRICE
SHALL INCLUDE ALL EXCAVATION OF YHE TRENCH, REMOVAL OF THE EXISTING STORM SEMER,
FURNISHING AND INSTALLING THE SPECIFIED TEE OR WYE SECTION, FURNISHING AND
INSYALLING THE REQUIRED CONCRETE COLLAR, AND ALL DTHER MATERIAL NECESSARY To
COMPLETE THIS WORK AS SHOWN AND SPECIFIED.

REMOVAL AND REINSTALLATION OF EXISTING STORM SEWER ADJACENT TG THE PROPOSED
TEE OR WYE SECTION, FOR THE PURPOSE OF FACILITATING THE INSTALLATION OF THE TEE
QR WYE SECTION, WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE
UNIT PRICE BID FOR THE WORK.

TRENCH BACKFILL, EXCAVATION IN ROCK AND REMOVAL AND AEPLACEMENT &F UNSUITABLE
MATERIAL HELOW PLAN BEDOING CRADE WILL BE PAID FOR SEPARATELY.

CONCRETE COLLAR FOR CONNECTING & PROPOSED STORM SEWER TO AN EXISTING STORM SEWER
WILL NOT BE PaID PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE PROPOSED
STORM SEMER,

ALL DIMENSIONS ARE IN INCHES MILLIMETERSI UNLESS
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